Series 7158 cad/cam

(UniFast tecnology)

Tecnical Data Sheet

Unifol &

Structured Release Liner
Temperature Resistance

Describtion Calendered Polymere PVC Film, without cadmium
Adhesive Grey Copolymer Acryl
Adhesive Tack PVC sheet > 16 N/25 mm
Glass > 17 N/25 mm
(24 hour Iron > 17 N/25 mm
Normal weather 23/50 Aluminium > 16 N/25 mm
DIN 50014, FINATL) | pelease (FINAT3) > 7 N/25 mm
Temperature on >+18C
Application
Existing Life Outdoor durability 5-7 years
Indoor durability unlimited
Physical Properties | PVC Film thickness 0,055mm

115g/m2 Bleached Kraft Paper with PE
Between-30Cand +90C

Tests against
Chemicals and Bases

The Raw PVC Films are
resistant against mineral
oil, grease, petrol, base,

acid, salt and alcine

Product / Time

Petrol 16 hour
Diesel oil

Engine oil

Hydraulic 24 hour
Bases65C 8 hour
Salt Spray

Anti Freeze 24 hour
Ethyene Alcohol

Natrtiumcarbonat
Amoniac

Vinegar acid
Lemon acid

little swelling
no change
no change
no change
no change
no change
no change
no change
no change
no change
no change
no change

All information and advices coming from our tests and experience.
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